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DATA SHEET_____________________________________________________________________________________

0592 RADEMAX
WHITE ADHESIVE-SKIM COAT FOR IMPAENERGY 
EXTERNAL THERMAL INSULATION COMPOSITE 
SYSTEM

Building

Dilution with water

•

Exteriors

Protect against moisture

_____________________________________________________________________________________
Description and Use
Fibre-reinforced adhesive-skim coat made from white cement for bonding and smoothing off EPS insulating panels, 
embedding reinforcing mesh and levelling concrete surfaces, plaster/render and elastic coatings.

_____________________________________________________________________________________
Substrate preparation
The substrate must be free from dust, dirt etc..
Any traces of oil, grease, wax etc. must be removed beforehand.

_____________________________________________________________________________________
Application
Add 5.75-6.25 litres of clean water for each 25 kg sack of RADEMAX and mix with a mechanical stirrer for no longer than 
3 minutes, until obtaining the desired consistency.
Apply the mixed product within 2 hours.
To bond the EPS panels, apply the product across the entire surface or around the perimeter and at spots in the centre, then 
place the panels in a staggered arrangement, making sure that they fit together perfectly and then fix them mechanically 
using anchors.
If used as a skim coat, usinga metal trowel and embed alkali-resistant fibreglass mesh, certified in accordance with EAD 
040016-00-0404, making sure to overlap the mesh by at least 10 cm at the joints.
Apply a second layer of RADEMAX once the first has set, and then float finish the skim coat using a sponge float.
In this way a "fine mortar" effect will be obtained.
The decorative finish will be applied at least 2/3 weeks after applying the skim coat, using a suitable paint or thick-finish 
coating, and applying a specific primer or pigmented undercoat beforehand.
For decorative finishes on external thermal insulation composite systems, use a acrylic, acrylic-siloxane, siloxane or silicate 
coating with a specific primer or pigmented undercoat.

_____________________________________________________________________________________
Storage life
Store in a dry place for no longer than 12 months. Keep dry.

_____________________________________________________________________________________
Quality
RADEMAX is subjected to careful and constant testing in our laboratories. The raw materials used are rigorously selected 
and checked.



IMPA S.p.A Unipersonale Via Crevada, 9/E 31020 San Pietro di Feletto (TV), Italy Tel. +39 0438 4548 Fax +39 0438 454915
Società soggetta ad attività di direzione e coordinamento di Fassa S.r.l. - info@impa.it - www.impa.it

 0
59

2 
-  

R
AD

EM
AX

  -
 0

6/
20

22

_____________________________________________________________________________________
Technical features

Color white
Binder cementitious
Specific weight of the powder approx. 1,350 kg/m³
Mixing water 23-25 %
Grading < 0.8 mm
Yield for bonding entire surface
or perimeter and spots in the centre 3-6 kg/m²

Yield as skim coat approx. 1.4 kg/m² per mm in thickness
Thickness as skim coat 3-5 mm
Compressive strength after 28 days > 8 N/mm²
Adhesion to concrete ≥ 0.5 N/mm²
Water vapour diffusion resistance factor (EN 
1015-19) µ = 20 (measured value)

Capillary water absorption (EN 1015-18) W2
Thermal conductivity (EN 1745) λ = 0.65 W/m∙K (tabulate value)
Compliant with standard EN 998-1 GP-CSIV-W2
Reaction to fire A2-s1,d0

_____________________________________________________________________________________
Warnings
• The fresh adhesive must be protected against frost and quick drying.
• A temperature of +5°C is suggested as a minimum value for application and proper hardening of the skim coat. Below 

this value, setting would be delayed excessively and below 0°C the fresh or partially hardened product could be broken 
up by frost.

• Product for professional use.
• Always read the safety datasheet before use.
• RADEMAX must only be used in its original state without the addition of other materials.

The above mentioned data are meant to facilitate our customers in the use of our products. IMPA is not responsible for applications of products 
carried out beyond its direct control. For further technical information about specific systems and/or special applications, please contact our 
TECHNICAL SERVICE at assistenza.tecnica@impa.it.


