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Description and use 

Two-pack polyurethane sealing compound, with excellent protective, sound deadening and 
waterproofing features.  
Creamy and thixotropic, it can be applied in high thickness on vertical surfaces without sagging or 
dripping. 
It has a micro-cellular structure of closed cells featuring the possibility to be compressed and deformed 
in order to have a very good bump absorbing, sound-deadening and flexibility qualities. 
It has a very good chemical stability and is insensible to water, salt, solvents, hot oil, battery acid and 
chemical agents as a rule. Stable to heat up and over 100°C (212°F). It shows long lasting flexibility 
and it will not come off even after long periods of strong vibrations. 
It can be overcoated “wet-on-wet” or, after drying, with any type of paint or enamel. 
Good adhesion to iron, fillers, primers, old paints, fiberglass, rigid plastics. 
If used over plated or galvanised steel and light alloys apply a first coat of an adhesion primer. 
It is the best product to spray under the fenders and in the lower car panels as a high grade sound-
deadener stone-chip compound, or to seal the joints of overlapping or spot welded plates, to avoid any 
stagnating water and prevent both water and air to get through. 
In the industrial field it is used as an excellent antirust and sound-deadening protective compound for 
bonnets, gearboxes, screens, and all metal parts in contact with water or in chemical environments. 
Product also suitable for nautical use. 
 

Technical data 

Colour : beige-grey-black 
Dry film appearance : gloss, hard but flexible, textured  
Binder : polyurethane polymer/isocyanate 
Type of product : 2K with CATALIZZATORE per SEALING CAR code 

4902 0000. 

Total non volatile by weight : cured product :     91.5% (  0.5) 

Specific gravity : part “A” :     1.43 kg/l (  0.02) 

  part “B” :     1.21 kg/l (  0.01) 
Viscosity : part “A” :      thixotropic 
Curing ratio : 85 : 15 ( weight of A /weight of B) 
Pot-life : ~ 20 minutes  
Practical coverage  : according to the type of work and the applied thickness. 
Storage life : 12 months in original sealed container. 
 
NB: Data recorded @ 20°C (68°F) and 65% RH. 
 
The product complies with Directive 2004/42/EC; Category B/e, SB: VOC max 840 g/l; VOC product 
< 840 g/l. 
 

Application note 

Substrate preparation :   Surfaces must be dry, clean, dust free and made slightly 
rough with sandpaper. 
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Application method : with the special spray gun for sound deadener 

compound or apply with a rigid bristles brush. 
 
Reduction : with 10% maximum of DILUENTE EXTRA PU 

(polyurethane thinner) code 1611, to get a smooth 
surface. 

 
Air drying @ 20°C - 65% RH : Touch dry : 30 ÷ 60 minutes 
  Through drying : 8 hours 
 
Recoatable : after 5 ÷ 10 minutes 
 
 
NOTE:  
To use correctly, weight 85 gr of the part “A” and 15 gr of the part “B” or their multiple into a can. 
Using the full original packages, pour all quantity of the can “B” into the can “A”. 
Stir thoroughly up to obtain an homogeneous mass. 
Use the cured and mixed product within 15 ÷ 30 minutes, according temperature. After this time the 
product is no more sprayable cause the viscosity increasing, even if it is still pastry and workable with 
the brush. 
To obtain a sealing ribbon, apply @ 2 ÷ 3 cm distance from surface; when an application sound-
deadener is requested, use a proper spray gun @ 20 ÷ 30 cm and a pressure of 3 ÷ 4 bar. 
If a suitable gun is not available or the air pressure is not enough for spraying or a final more smooth 
surface is required, it’s possible to thin down the cured mass using 10% max. of DILUENTE EXTRA 
PU code 1611. 
 
Do not use cellulose thinners because they contain alcohols or glycols which may cause the loss of 
hardening.  
The recoating can be done few minutes after application and with any type of paint. 
 
Gun and tools cleaning must be done before product get harder, using any thinner.  
Possible crusts of hardened product can be taken away only by scraping off. 
It is recommended to keep the product away from light and water. 
 
Warnings 
FOR PROFESSIONAL USE ONLY                 
Always read the safety datasheet before use. 
Dispose of contents/container in accordance with national regulation. 
 
 
Information provided in this technical data sheet is based upon our best experience and technical 
knowledge; it does not absolve the users from carrying out tests and preventive checks in order to 
verify the suitability for use. For further technical information about specific systems and/or special 
applications, please contact our TECHNICAL SERVICE. 
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